4 KEPNER PrRoDUCTS COMPANY

ESTABLISHED IN 1948

Dimensions: Series 100 Kep-O-seal® Check and Relief Valve
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NOTES BELOW REFER TO COLUMN “F”

() 1 1/2 FOR 316 STAINLESS STEEL

(@ 1 7/8 FOR 303 & 316 STAINLESS STEEL

® 2 3/4 FOR COMMERCIAL BRASS

ALL DIMENSIONS ARE FOR REFERENCE ONLY.

MODEL | A B (REF) D E HEX. G H
MPT | FEPT

104 207 40 | 187 20 56 11/16 1/8 1/8
106 3.01 60 | 241 28 97 13/16 1/4 1/4
108 3.19 61 | 258 30 72 1 3/8 3/8
110 3.88 79 | 3.09 34 1.03 118 12 12
112 434 80 | 354 41 110 e ()| s 3/4

116 518 | 100 | 418 53 131 hze (2) | 1 1
120 6.14 97 | 517 73 150 pse (3) | 11 | 11a
124 617 | 100 | 517 73 150 pse (3D | 112 | 11

132 772 | 103 | 6.69 94 2.00 31/2 2 2

Valve performance is dependent on proper selection, application, installation and maintenance. Consult Factory.

Kepner Products Company, Villa Park, IL 630.279.1550 E-mail: kepner@kepner.com




